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SUBJECT: EVALUATION OF GLASS LAMP MISSION G-870 8
l.  IMAGE QUALITY: THE OVERALL IMAGE QUALITY IS GOOD WHERE NOT .
DEGRADED BY ATMOSPHERICS. THE IMAGE QUALITY VARIES ACROSS THE FORMAT,- -
WITH THE BETTER IMAGERY BEING NEAR THE NON-DATA CHAMBER END OF FORMAT. &
THE GROUND RESOLUTION AND THE INTERPRETATION SUITABILITY IS FAIR, =
CLOUD COVER OBSCURES APPROXIMATELY 45 PERCENT OF THE ENTIRE MISSTBUSIRIBUTION
2. MISSION DATA: CY _ OFFICE 7%
A. MISSION G-@7@, FLOWN ON 6 MARCH 1969, UTILIZED THE FITE
STANDARD "B" CAMERA CONFIGURATION CUNIT 18). 05 civiE sn
B. FILM TYPE 3401 WAS USED THROUGHOUT THE MISSION WITH AN‘EN=Fpss/m
POSURE OF 1/415 AT F/11. THE MATERIAL WAS PROCESSED TO AVERAGE | szois. —
GAMMAS OF 2,14 (LEFT SIDE) AND 2,23 (RIGHT SIDE). PROCESSING hAbg(ﬁgsgﬁéeﬁL L~
ACCOMPLISHED BY THE NAV RECON TECH SUPPCEN. 7
3, ORIGINAL NEGATIVE:
A. EXPOSURE: ADEQUATE THROUGHOUT THE MISSION.
B. DENSITY AND CONTRAST: GENERALLY MEDIUM.
C. IMAGE DEGRADATIONS:

(0 oL SIDE: "TWO ROWS OF MINUS DENSITY DOTS, SPACED
1.7 INCHES APART, 3.7 AND 6 INCHES FROM THE INBOARD EDGE,
ARE PRESENT ON APPROXIMATELY THE FIRST 388 FRAMES. A FOUR
INCH LONG PLUS DENSITY STREAK, APPEARING EVERY 39 INCHES,
EMANATES FROM THE OUTBOARD EDGE OF THE FORMAT AND EXTENDS
DIAGONALLY INTO THE FORMAT. THIS STREAK BEGINS APPROXIMATELY—
AT FRAME 1480 AND CONTINUES TO THE END OF THE MSSION, TWO
LIGHT LEAK INDUCED FOG PATTERNS ARE PRESENT ALONG THE'OUTBOAR
EDGE OF FRAMES 601 AND 861-862.

(2) BOTH SIDES: INBOARD AND OUTBOARD EDGE FOG IS PRE
THROUGHOUT THE MISSION. INBOARD ROLLER CHATTER IS PRESENT O
APPROXIMATELY THE FIRST TWO HUNDRED FRAMES. | : ek

D. PHYSICAL DEGRADATIONS: '

(1> SR SIDE: ONE HEAT SPLICE IS PRESENT ON THE MISSIN. |-

(2) SL SIDE: ONE HEAT SPLICE AND ONE MANUFACTURING' SPLICE
ARE PRESENT ON THIS MISSION.

E. AUXILIARY DATA: ALL DATA RECORDINb SYSTEMS FUNCTIONED

_ADVANCE CY
PROPERLY. - . - SANITIZED
Fe. THE LAST TITLtD ‘'FRAME 1S 1550, : ; WITH TEXT

4, POSITIVES: o B , ‘ e

' A. PRINTING AND PROCESSING ARE GOOD. S :
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